




Laundry-to-Landscape Graywater System Schematic

This diagram is not drawn to scale and is provided for reference purposes only. It is your responsibility to properly design, install, maintain, 
and use your laundry-to-landscape graywater system. If you are unsure of the intricacies of your plumbing system or how to properly 
design or install a graywater system, please consult with a professional. Bernalillo County does not accept any liability or responsibility for 
any direct, special, indirect or consequential loss or damage whatsoever arising out of or in connection with providing you this diagram.
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1 - Three-Way Diverter Valve Assembly 

2  - Auto Vent Assembly 3 - Clean Out Assembly

4 - Transition to 1" Poly Tubing 5 - Mulch Basin: Graywater Outlets
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1" x 1” x ¾” PVC Tee
 Qty: 1
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6 - Additional Parts and Suggested Tools
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This handout provides a parts list for the Bernalillo County laundry-to-landscape graywater kit. As each system varies, the system

you install may require additional or slightly different parts. This handout is for illustrative purposes only.
 

1" Brass 3-way Valve
Qty: 1

1"  PVC Slip to MPT 
Adapter
Qty: 2

2 Hole Straps
Qty: 3

1" Schedule 40 PVC 
Qty: 10 feet

1" Barbed x 1" Male 
Pipe Thread 

Qty: 1

½” x 1¼ " Hose Clamp
Qty: 4

Note: Smaller laundry machine 
drain hoses may alternatively 

use E-1 to connect to the 
diverter valve. 

Or
1” x  ¾” PVC

Threaded Bushing
Qty: 1

¾” Barbed x ¾” MPT 
Adapter 

Qty: 1

1½” Auto Vent 
Qty: 1

1½” PVC Slip to FPT 
Adapter
Qty: 1

1½” x 1” PVC Bushing
Qty: 1

1” PVC Tee
 Qty: 1

 1” PVC Swing 
Check Valve

Qty: 1

 

W

Mulch Shield
(7” Irrigation Valve Box)

Qty: 5

½” Barbed Full-Port  
Ball Valve

Qty: 4

U

½” Poly Tubing
Qty: 25 ft.

1” x ½” Barbed  
Reducing Tee

 Qty: 4

1” x ½” Barbed
Reducing Coupler

Qty: 1

¾" PVC Slip to GHT 
Adapter
 Qty: 1

¾" PVC GHT End Cap
Qty: 1

1” PVC Slip to FPT
Adapter 
 Qty: 1

 1” Barbed x 1” Male Pipe 
Thread 
 Qty: 1

  
 

½” Garden Staples
Qty: 8

1” Poly Tubing 
 Qty: 100 ft. 

1”  Garden Staples
 Qty: 10

&

 1” PVC 45°
Elbow
Qty: 1

 1” PVC  90. 
Elbow
Qty: 10 PVC Primer and Glue

Not Provided

Silkaflex or Similar 
Construction Adhesive

Not Provided Impact Driver or Screwdriver
Not Provided

Drill with Hole Saw Bit 
Not Provided

PVC Cutter or Hacksaw 
Not Provided

Screws
Not Provided

Bubble Level
Not Provided

Laundry-to-Landscape Graywater System Parts List






